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MULTI FUNCTIONAL sumpstart

— 5521DC Port
port
C JU S — USB1 Port }
AR JUMP STARTER [ e
WITH COMPRESSOR —rwscren
Cooling Vent — Air Compressor

Model:A28

Size:178*88*130mm(L*W*H)
Applicable Models: 12V Car
Operating temperature:-30~65°C
Type-Cinput:5V === 2A /9V=="2A
USB1 outputT: 5V=—=2A/9V-—=—=2A/12V==1.5A
USB2 output: 5V-=—"2A

ON/OFF DC output:12V~16.8V-==10A
Inflation pressure:3~150PSI(max)
Battery type: Lithium ion
LED Lumens:about 300LM
Charge cycles:2000 times

Charging time:about 3-5 hours
Pressure @ Starting current:600A /800A/1000A/1200A

Screen

Adjustment Peak current:2000A/3000A/5000A/6000A

Light Mode . . .
Switch ATTENTION: When using the air pump/blower, the machine

will generate high temperature, please do not use it
continuously (recommended time <8min), when the
temperature is too high, please stop using it and wait for the
machine to cool down before using it again.

@
1. Press @ to turn on the machine. 2. Press@for mode switching. 3. Press to

turn on/off the blower. Be careful not to block the air inlet/outlet.
DO NOT put the air pump outlet to the eyes or ears before opening.

i)

ATTENTION!
HOT SURFACE!

s o) =
‘ Air exhauster -




Insert jumper cables into
the jumpstart port
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Remove black clamp
Remove red clamp

Usage of Light

Press 3 Seconds () Press 3 Seconds ()
> >

High beam Light OFF

Light OFF

%.-—-

Charging Note: Please do not use inferior charger, ensure that it
matches the parameters;Keep away from high temperature, humidity,
clutter and other flammable and explosive environments;

Do not overcharge.

ATTENTION!
HOT SURFACE!

air tube

Usage of Air Compressor:

1. Connect the air tube to the air outlet, then connect to the tire.
2. Press@lo turn on the machine, then press@to select mode,
long press’ for selecting unit.

3. Press +/- to set the pressure, then press@ to start the
inflation.

4. When reaching the pre-set pressure, the pump will stop
automatically, or press to pause.

5. Remove the air tube after the temperature is cooling down.

Connectred clamp to“+”
end and black clamp to*-".

Pack away

N

<38
START

Start the car
<3 seconds

@ b0 NOT SHORT-CIRCUIT!

1.Clean the dust above the
positive and negative poles
of the car battery.

2.The clips needs to be in
complete contact with the
positive and negative poles.
3.Eusure the electicity is
above 60%, it is best to fully
charge.

Warning

®This device may be used by children aged18
years and older, and by persons with reduced
physical, sensory or mental capacities, or alack
of experience and knowledge, if they are
supervised or have been instructed in how to
use the device safely and understand the
dangers may arise when using it.

Do not allow children to play with the device.
Cleaning and daily maintenance are necessary

Do not be performed by children without supervicion.

® Children must be super sise 2 to < “sure *r at
they do not play with the device.

®Keep the device away from people — especially
children —and household pets.

®\Within the working area, the user is responsible
for any damage or injury to third parties that was
caused by the use of the device.

®During operation, never point the device at
yourself or other individuals, and keep the device
well way from your ears and eyes. There is arisk
of injury!

®Do not leave the device unsupervised while
running. Comply with the filling instructions for
the inflatable item. The inflatable article could
burst and cause serious injuries. Switch the
compressor off before reaching the maximum
permissible pressure.

®Keep the device in a dry location and out of

the reach of children.
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Insert jumper cables into
the start port,the indicator
light will flash red and
green alternately.

Connectred clamp to“+”,end and
black clamp to“-".end of car battery,
the indicator light will turn green.
ifitdo not turn green,you need Eq:ch

Remove black clamp
Remove red clamp

Start the car
<3 seconds

When using the smart jumper cable, you
don't need to press the button under
normal circumstances. If it has been
confirmed that the clamps is completely
connected, but the light still does not turn
green, you can press the button for 5
seconds, at this time it will be forced to
turn green, and then connect the positive
and negative terminals to start the car,
please note that the positive and negative
terminals must not be reversed.

Pack away

Toxic and Harmful Substances

7

Composftion and amount of toxic and harmful substances )

ITEM

Pb | Hg | Cd |CdVI)| PBB [PBDE[DEHP| DBP | BBP |DIBP

MainUnit| O | O | O | O | O[O | O[O 0 0

O:indicates all homogeneous materials'hazardous substance content

are below the MCV limit specified in the standard (EU)2015/863.

Warranty Card

\.

( Mouel Serial NO. | )
Name Tel.
DATE OF Purchased
DATE OF Repair
Purchasde From
Description defects

V25.5.9
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